® NAZ200 Series Insert Bearing with Locking Collar

Since 1969

Insert bearing

SL Dual seal L3 Triple-lip seal
(Standard| (Optional)

Dimensions ( mm / in.) Dynamic Static Weight
s ds load ratings(N) load ratings(N) (kg)
201-8  |1/2 0.29
NA202 15 0.27
202-9 |91 12 .2,
0 6 1.8504 1.7205 1.3465 0.6693 0.6732 | 1/4-28UNF | 0.1890 0.5315 1.3110 0.1693 800 6600 0.26
202-10 |5/8 0.26
NA203 17 0.25
12800 6600
203-11 |11/16 0.25
NA204 20 47 437 34.2 17 171 Méx1 4.8 13.5 33.3 4.3 12800 6600 0.21
204-12 |3/4 1.8504 | 17205 | 1.3465 | 0.6693 | 0.6732 | 1/4-28UNF | 01890 | 0.5315 | 1.3110 | 0.1693 0.21
NA205 25 52 44.4 349 17 17.5 Méx1 4.8 13.5 38.1 4.3 0.25
205-13 |13/16 0.30
205-14 |7/ 141 7 .29
05 8 2.0472 1.7480 1.3740 0.6693 | 0.6890 | 1/4-28UNF | 0.1890 0.5315 1.5000 0.1693 000 850 o
205-15 [15/16 0.27
205-16 |1 0.25
NA206 30 62 48.4 36.5 19 18.3 M8x1 6.0 15.9 44.5 5.2 0.37
206-17 |1-1116 0.42
206-18 [1-1/8 19450 11250 0.39
2.4409 | 1.9055 1.4370 0.7480 | 0.7205 |5/16-24UNF | 0.2362 | 0.6260 1.7520 0.2047
206-19 |1-3/16 0.37
206-20 |1-1/4 0.34
NA207 35 72 51.1 37.6 20 18.8 M10x1.25 6.8 17.5 55.6 5.7 0.58
207-20 |1-1/4 0.65
207-21 |1-5/16 25700 15200 0.61
2.8346 2.0118 1.4803 0.7874 0.7402 | 3/8-24UNF | 0.2677 | 0.6890 | 2.1890 0.2244
207-22 |1-3/8 0.58
207-23 |1-7116 0.56
NA208 40 80 56.3 42.8 21 21.4 M10x1.25 6.8 18.3 60.3 6.2 0.73
208-24 |1-1/2 29500 18100 0.78
149 2.21 1. .82 842 /8-24UNF | 0.2677 72 2.374 2441
20825 [1-9/16 3.1496 65 6850 | 0.8268 | 0.8425 | 3/8-24U 0.26 0.7205 3740 0. 072
NA209 45 85 56.3 42.8 22 21.4 M10x1.25 6.8 18.3 63.5 6.6 0.78
209-26 |1-5/8 0.89
32700 20900
209-27 |1-11/16 3.3465 | 2.2165 1.6850 0.8661 0.8425 | 3/8-24UNF | 0.2677 0.7205 | 2.5000 | 0.2598 0.84
209-28 (1-3/4 0.80
NA210 50 90 62.7 49.2 24 24.6 M10x1.25 6.8 18.3 69.9 6.5 0.94
210-29 [1-13/16 1.09
210-30 |1-7/8 35000 23200 1.03
.54 2.4 1.937 9449 9 /8-24UNF | 0.2677 72 2.752 .2559
21031 |1-15/16 3.5433 685 370 0 0.9685 | 3/8-24U 0.26 0.7205 520 | 0.255 097
210-32 |2 091
NA211 55 100 71.4 55.5 25 27.8 M12x1.5 8.0 20.7 76.2 7.1 1.26
211-32 |2 1.46
- -1/ 9 .
2055|2171 3.9370 2.8110 21850 0.9843 1.0945 | 7/16-20UNF | 0.3150 0.8150 | 3.0000 | 0.2795 43300 29200 1.8
211-34 |2-1/8 1.31
211-35  |2-3/16 1.23
NA212 60 10 77.8 61.9 27 31.0 M12x1.5 8.0 22.3 84.2 79 171
212-36 |2-1/4 1.73
212-37 [2-51 477 2 1.7
& 5né 4.3307 | 3.0630 | 2.4370 1.0630 1.2205 |7/16-20UNF | 0.3150 | 0.8780 3.3150 0.3110 00 52800 8
212-38 [2-3/8 171
212-39 |2-7116 1.71
NA213 65 120 85.7 68.6 28 341 M12x1.5 8.5 23.5 92.0 8.0 2.24
213-40 |2-1/2 57200 40000 1.80
47244 3.3740 | 2.7008 11024 1.3425 | 7/16-20UNF | 0.3346 | 0.9252 3.6220 0.3150
213-41 |2-9/16 2.23
NA214 70 125 85.7 68.6 29 341 M12x1.5 8.5 23.5 97.0 8.3 2.35
214-42 |2-5/8 2.29
62100 44800
214-43 |2-1116 49213 3.3740 | 2.7008 11417 1.3425 | 7/16-20UNF | 0.3346 | 0.9252 3.8189 | 0.3268 2.48
214-44 |2-3/4 2.36
NA215 75 130 92.1 75.0 30 37.3 M12x1.5 8.5 235 102.0 8.6 2.64
215-45 |2-13/16 294
215-46 |2-7/8 66200 49300 2.81
51181 3.6260 | 2.9528 1181 1.4685 | 7/16-20UNF | 0.3346 | 0.9252 4.0157 0.3386
215-47 |2-15/16 2.54
215-48 |3 2.50
NA216 80 140 95.2 74.6 32 37.3 M12x1.5 10.5 27.0 110.0 9.0 3.33
216-49 |3-1/16 3.53
72600 53300
216-50 |[3-1/8 5.5118 3.7480 29370 1.2598 1.4685 | 1/2-20UNF | 0.4134 1.0630 | 4.3307 | 0.3543 3.39
216-51 |3-3/16 3.24
NA217 85 150 73.8 53.2 34 23.4 M12x1.5 10.5 27.0 119.0 9.8 3.54
217-52 |3-1/4 83300 63700 3.73
217-53 |3-5/16 59055 | 2.9055 | 2.0945 | 1.3386 0.9213 | 1/2-20UNF | 0.4134 1.0630 | 4.6850 | 0.3858 3.61
217-55 |3-7116 3.36
NA218 90 160 72.6 55.0 36 24.5 M12x1.5 9.0 24.0 122.0 10.8 96000 71100 3.86
218-56 |[3-1/2 6.2992 | 2.8583 21654 1.4173 0.9646 | 1/2-20UNF | 0.3543 | 0.9449 4.8031 0.4252 3.95
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