® SAPFL200 Series Oval Pressed Steel Bearing Unit

"
SAPFL2(Light duty)

Since 1969

Bolt Size  Bearing q Weight
Housing No.
f (min) (kg)
201 12 81 63.5 59 14 71 4 49 28.60 6.5 Mé SA201
PFL201
201-8 12 SA201-8
202 15 SA202
202-9 |9/16 SA202-9 PFL202 0.20
3-3/16 2-1/2 | 2-21/64 | 35/64 9/32 0.157 | 1-59/64 | 1126 0.256 174
202-10 |5/8 SA202-10
203 17 SA203
PFL203
203-11 |11/16 SA203-11
204 20 90 71.5 67 16 9 4 56 31 7.5 M8 SA204
PFL204 0.25
204-12 |3/4 3-35/64 | 2-13/16 | 2-41/64 5/8 23/64 0.157 | 2-13/64 | 1.220 0.295 516 SA204-12
205 25 95 76 U 18 9 4 60 31 7.5 M8 SA205
205-13 |13/16 SA205-13
205-14 |7/8 SA205-14 PFL205 0.29
3-3/4 |2-63/64|2-51/64 | 45/64 | 23/64 0.157 | 2-23/64| 1.220 0.295 5/16
205-15 |15/16 SA205-15
SAPFL 205-16 |1 SA205-16
206 30 13 90.5 84 18 1l 52 71 35.7 9 M10 SA206
206-17 |1-1/16 SA206-17
206-18 |1-1/8 SA206-18 PFL206 0.46
4-29/64 | 3-9/16 | 3-5/16 | 45/64 716 0.205 | 2-51/64 | 1.406 0.354 3/8
206-19 |1-3/16 SA206-19
206-20 |1-1/4 SA206-20
207 35 122 100 94 20 1l 52 81 38.9 9.5 M10 SA207
207-20 |1-1/4 SA207-20
207-21 |1-5/16 SA207-21 PFL207 0.67
4-13/16 | 3-15/16 | 3-45/64| 25/32 716 0.205 | 3-3/16 | 1.532 0.374 3/8
207-22 |1-3/8 SA207-22
207-23 |1-7116 SA207-23
208 40 148 ne 100 21 13.5 6.8 1 43.7 n M12 SA208
208-24 |1-1/2 SA208-24 PFL208 0.91
5-53/64| 4-11/16 | 3-15/16 | 53/64 17/32 0.268 |3-37/64| 1.721 0.433 172
208-25 |1-9/16 SA208-25

The SAPFL200 Series consists of an 2 Hole Oval Pressed Plate Set and a Flat Back Insert with Eccentric Collar Locking
Inserts and Plates Sets are stocked as seperate components allow maximum variable insert and housing options.
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