® UCPG200 Series Short Base Pillow Block Unit

Since 1969

UCPG2

Bolt Size Bearing Housing Weight
mm/in.  No. No. (kg)
UCPG201 12 33.3 70 49 38 14 14 64 31 12.7 uc2o1 0.63
PG201
201-8 172 UC201-8 0.62
UCPG202 15 uc202 0.62
202-9 916 uC202-9 PG202 0.62
202-10 5/8 M8 M8 UC202-10 0.62
1-5/16 2-3/4 | 1-59/64 | 1-1/2 35/64 | 35/64 |2-23/64] 1.2205 | 0.500
UCPG203 17 uCc203 0.61
PG203
203-1 nne UC203-11 0.60
UCPG204 20 uc204 0.59
PG204
204-12 3/4 UC204-12 0.59
UCPG205 25 36.5 75 50 38 15 15 70 341 14.3 uC205 0.69
205-13 13/16 UC205-13 0.73
205-14 718 M10 UC205-14 PG205 0.72
1-7/16 | 2-61/64 | 1-31/32 1-1/2 19/32 19/32 2-3/4 1.3425 | 0.563 M10
205-15 15/16 UC205-15 0.70
205-16 1 UC205-16 0.69
UCPG206 30 429 85 60 48 16 17 83 38.1 15.9 UC206 1.07
206-17 1-116 UC206-17 1.08
206-18 1-1/8 M10 M10 UC206-18 PG206 1.09
1-1/16 | 3-11/32 | 2-23/64 | 1-57/64 5/8 43/64 | 3-17/64 | 1.5000 | 0.626
206-19 1-3/16 UC206-19 1.07
206-20 1-1/4 UC206-20 1.06
UCPG207 35 47.6 100 68 48 19 20 93 429 17.5 ucao7 1.43
207-20 1-1/4 uC207-20 1.49
207-21 1-5/16 M12 M12 UC207-21 PG207 1.46
1-7/8 3-15/16 |2-43/64| 1-57/64 3/4 25/32 | 3-21/32 | 1.6890 | 0.689
207-22 1-3/8 UC207-22 1.43
207-23 1-716 UC207-23 1.40
UCPG208 40 49.2 10 78 54 19 20 98 49.2 19.0 uc2o8 177
208-24 1-1/2 M12 M12 UC208-24 PG208 1.81
1-15/16 | 4-21/64 | 3-5/64 | 2-1/8 3/4 25/32 |3-55/64| 19370 | 0.748
208-25 1-9/16 UC208-25 1.78
UCPG209 45 53.9 120 85 54 19 20 106 49.2 19.0 uc209 2.09
209-26 1-5/8 UC209-26 219
M12 M12 PG209
209-27 1-1/16 2-1/8 |4-23/32| 3-11/32 | 2-1/8 3/4 25/32 | 4-11/64 | 1.9370 0.748 UC209-27 215
209-28 1-3/4 UC209-28 2.1
UCPG210 50 57.2 135 95 60 22 21 14 51.6 19.0 uc210 278
210-29 1-13/16 UC210-29 290
210-30 1-7/8 M16 M16 UC210-30 PG210 2.85
2-1/4 5-5/16 | 3-47/64 | 2-23/64 55/64 53/64 | 4-31/64 | 2.0315 0.748
210-31 1-15/16 UC210-31 2.80
210-32 2 UC210-32 276
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